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ROMOLD GmbH

D-83395 Freilassing

Wiedergabe sowie Vervielfältigung 
dieser Unterlage, Verwertung 
und Mitteilung ihres Inhaltes nicht 
gestattet, soweit nicht ausdrücklich 
zugestanden. Zuwiderhandlungen 
verpflichten zu Schadensersatz.

PP-Straßenablauf - 15cm gekürzt
Lödermann

NameDatum

04.12.2009Bearb.

Gepr.

Norm

Zust. Änderung Datum Name Datei: GRI 40.50.30.15-45-15cm gekürzt

Blatt

Bl

Maßstab M 1:10

Projekt: Standard

Zeichnungs-Nr.: GRI 40.50.30.15-45

ROMOLD GmbH

D-83395 Freilassing

Wiedergabe sowie Vervielfältigung 
dieser Unterlage, Verwertung 
und Mitteilung ihres Inhaltes nicht 
gestattet, soweit nicht ausdrücklich 
zugestanden. Zuwiderhandlungen 
verpflichten zu Schadensersatz.

Datum: 18.06.09

PP-Straßenablauf:
GRI 40.50.30.15/45
max. 15cm gekürzt

ca. 30cm

ca. 53cm
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ROMOLD ROAD GULLIES – 
AN OVERVIEW
TECHNICAL ADVANTAGES

 - single piece unit

 - integrated outlet spigot

 - chemical resistant

 - de-icing salt resistant

 - for socket-ended pipe systems

 - for welded pipe system

 - settlement-freeonly with the original:  
no cast-in-place concrete in the rib area

to class D: 
integrated load transfer, 
no settlement of a building component

 - easy to lift

 - easy handling

 - no lifting tool

 - quick build-in

all ROMOLD  
road gullies  
with height adjustment

 - commercial bearing rings

 - commercial inlet rate 

 - swaging cover possible

all ROMOLD  
road gullies  
can be drilled




